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Underground Storage Tank Level Sens�ng

Level Measurement Parameters
Probe Length: Up to 4 meters custom 
(Standard lengths ava�lable)
Float Count 2: Product & Water (STD Vers�on)
Up to 4: Dens�ty Appl�cat�ons (EXT Vers�on)
Resolut �on: 0.08 mm or %0.004 F.S.
(wh�ch �s greater)
Accuracy: 0.5 mm or %0.02 F.S. (wh�ch �s greater)
Top Dead Band: 0 mm (W�th suppl�ed floats)
Bottom Dead Band: 0 mm (W�th suppl�ed floats)

Temperature Measurement Parameters
Sensor Count: 4
Resolut�on: 0.1 °C / Sensor
Accuracy: 0.33 °C / Sensor (@ 30 °C)

Temperature Parameters
Storage temperature: -30 °C ... +70 °C
Operat�ng temperature: -30°C ... +70°C
Propr�etary B�nary D�g�tal over RS485

Intr�ns�cally Safe Ent�ty Parameters
Input Capac�tance: 9uF
Input Power: 0.6 W Max
Input Current: 0.24A Max.
Input Voltage: 10 VDC

Mater�als / Mechan�cs

Features

Max. Product Level (mm)
M�n. Product Level (mm)
Max. Product Level Var�at�on (mm)
Max. Water Level (mm)
M�n. Water Level (mm)
Max. Water Level Var�at�on (mm)
Max. Supply Voltage (0.1 Volts)
M�n. Supply Voltage (0.1 Volts)
All alarms can be sw�tch on/off
Alarm level �s programmable for all alarms

Alarms

Connect�on P�n-outs
P�n No S�gnal Descr�pt�on

0 Volt

RS 485 A

RS 485 B

9 Volt

GND

Supply Voltage Negat�ve

RS 485 A L�ne

RS 485 B L�ne

Supply Voltage Pos�t�ve

Real Earth

1

2

3

4

5

Electron�cs
Supply Voltage: 6-12 Volts (L�m�ted to 10 volts 
for ATEX Approval)
Current Consumpt�on:
1. Pass�ve & Console Mode Max. 3mA @ IDLE
2. Smart Mode Max. 100uA @ IDLE
Fa�l Safe: H�gh, Full Scale
Reverse Protect�on: Ser�es D�ode
Trans�ent Protect�on: L�ne to Ground surge 
suppress�on

Sensor Head: Anod�zed Alum�num &
Sta�nless steel 316L
Seal�ng: IP 68
Sensor outer p�pe: Sta�nless steel 1.4404/316L 
Ø16 mm x 1,5 mm
Mount�ng: F�tt�ng to flange w�th 2 �nch Cast
  Polyam�de Reduct�on (zone1)
  F�tt�ng to flange w�th 2 �nch
  R�ser Cap (zone 0)
Float styles: Sta�nless steel 1.4404/316L
Connect�on: 5-P�n M12 connector
Pressure rat�ng: Up to 10 bars on sta�nless steel float
Hum�d�ty: 0 to 100% relat�ve hum�d�ty, no condens�ng
Safety Approvals: ATEX
Explos�on Protect�on: Ex II ½ G Ex �a IIA T5
Probe shaft res�stance: 30 bar

3-�n-1 Measurement
Product
Interface water
Temperature

No Scheduled Ma�ntenance or Recal�brat�on
Intr�ns�cally Safe (I.S.)
ATEX safety approvals for Zones 0 and 1
Three D�fferent Operat�on Modes
Pass�ve
Console (Features automat�c measurement and report�ng)
Smart (Features very low power consumpt�on)

Low Power Consumpt�on (Max. 3mA)
Low Input Voltage (5-12V)
Propr�etary D�g�tal B�nary Output over
RS485 Bus
Remotely Probe RESET
Power Supply Mon�tor
ALARM Log�c
Automat�cally ALARM Message send�ng. 
(Smart Mode)
Automat�cally Measur�ng System (Console & 
Smart Mode)
Runn�ng Up to 20 Automat�cally Average 
(Console Mode)

As�s Probe


