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Lanport V2
Ethernet - Ser�port Interface 

ASİS Automat�on &
Fuel�ng Systems Inc.

LanPort �s a dev�ce that works as an ethernet-ser�port 
�nterface. There are 3 module slots-wh�ch are �solated from 
each other- on the ma�n board. All on the dev�ce aga�nst h�gh 
voltage 6 RS485 and 3 RS232 ports, both protected and �solated 
ex�sts. In add�t�on to these, RF commun�cat�on can be added opt�onally. 
Thanks to the �nternal control software developed for LanPort V2, poss�ble software errors 
are automat�cally el�m�nated and un�nterrupted commun�cat�on �s ensured. Wh�le standard 
RS485 ports support up to 32 dev�ces, each RS485 port on LanPort V2 allows 
commun�cat�on up to 192 dev�ces. Impedance problems �n cabl�ng �nfrastructures affect 
commun�cat�ons. Thanks to the advanced RS485 ports on LanPort V2, �t can work desp�te 
bad cabl�ng. Each RS485 port has 12kV d�rect contact ESD (Electro-Stat�c D�scharge) and 
15kV a�r contact ESD res�stance.

General Features

Ser�al Port Commun�cat�on Features
: 3 x RS-232 and 6 x RS-485
: 1200 bps - 230400 bps (Default: 9600 bps)
: 5,6,7,8 (Default: 8 b�ts)
: 1, 1.5, 2 (Default: 1 Stop b�t)
: None, Even, Odd ( Default: None)
: 128 Bytes (RS-485), 255 Bytes (RS-232)

Port Types
Baudrate
Data B�ts
Stop B�ts
Par�ty
FIFO

Electr�cal Supply and Connector Structure
: 8 VDC – 36 VDC
: -20°C to +50°C
: -30°C +60°C
:1 Un�t Supply Socket
 1 P�ece RJ45 Socket
 1 SD Card Slot
 3 x 4 Rs-485 Connectors (Connected v�a 2 Ports S�ngle 
Connector)
 3 Rs232 Connectors
 Replaceable RTC Battery Holder BR 1225

Operat�ng Voltage
Operat�ng Temperature Range
Storage Temperature Range
Connectors

: UDP/TCP
: 4 LEDs (Power, Connect�on, Software, Act�v�ty) and each Rx and Tx 
LEDs for a ser�al port
: 1MB
: 4 GB (for stor�ng commun�cat�on data)
: 167x108x26 mm (6.57"x4.25"x1.02")

Ethernet Protocols
Status Ind�cators

Internal Flash Memory
Internal SD Card Memory
D�mens�ons (WxDxH)


