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Master

ASİS Automat�on &
Fuel�ng Systems Inc.

Intended to use for m�ddle short and longer 
range appl�cat�ons. Cyber TTS® Master has an 
external antenna connector, match�ng 
c�rcu�try, and uses propr�etary RF protocol for 
commun�cat�on w�th Cyber TTS® nozzle reader.

Installat�on Instruct�ons

Features Techn�cal Spec�f�cat�ons

G�ven that Cyber TTS® Master commun�cates w�th Cyber TTS® nozzles over 2.4Ghz 
w�relessconnect�ons we recommend few po�nts to be cons�dered dur�ng the 
�nstallat�on process; 

The product must be mounted on a surface where the nozzles and the dev�ce have a clear 
d�rect v�ew that �s l�ne-of-s�de.
Installat�on should preferably be carr�ed out at a h�gh level from the ground preferably 
above the pump d�spensers such that not to have an obstacle between the nozzles and 
the master dev�ce dur�ng normal operat�on of the dev�ce.
12V Power supply should be mounted as close as poss�ble to the dev�ce.

2.4 GHz IEEE 802.15.4 Transce�ver Module
Supports propr�etary RF protocol
FCC (USA), IC (Canada), ETSI (Europe)
External Antenna Connector: SMA Connector
Integrated PA/LNA - Tx power +20 dBm 
to +23dBm (depend�ng on the antenna) 
Rx sens�t�v�ty -108 dBm (antenna ga�n not 
�ncluded)
Hardware CSMA-CA Mechan�sm, Automat�c 
ACK response
Hardware secur�ty eng�ne (AES-128)
Automat�c packet retransm�t capable

RF Module: Yes
RF Transce�ver: Yes
RF Transce�ver: 2.405-2.475 [GHz]
Input Sens�t�v�ty: -108.00 [mVpp]
RSSI: Yes
TX Current Consumpt�on: 120.00 [mA]
RX Current Consumpt�on: 25.00 [mA]
Sleep Mode Current Consumpt�on: Yes
MAC: Yes
MAC Features: CSMA-CA
Encrypt�on: AES128
Dual Power Supply: +12V DC Upon request 220V AC
Commun�cat�on: RS 485
Baud Rate: 9600 bps


