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Cal�beX® ut�l�zes 3D Laser technology to perform 
cal�brat�on measurements on cyl�ndr�cal-hor�zontal 
fuel tanks. Once the measurement �s taken, a 
cal�brat�on table (also known as a strapp�ng table) �s 
generated. Th�s table �s used for wet stock 
management, ensur�ng accuracy �n sales and 
automat�on processes. Cal�beX® streaml�nes the 
cal�brat�on process, allow�ng for complet�on �n just 30 
m�nutes and prov�d�ng a more prec�se cal�brat�on table 
than any other ava�lable method.

www.as�s.com.tr �nfo@as�s.com.tr

3D Laser Tank Cal�brat�on

Benef�ts of Cal�bex®

Spec�f�cat�ons

Su�table for most aboveground and
underground tanks
Tank cal�brat�on �s done �n 30 m�n.
Empty�ng or f�ll�ng up the tank �s not requ�red
Prov�des m�n�mum downt�me at the serv�ce stat�ons
Creates h�ghly accurate tables compared to
other systems

Improves accuracy of ATG output
Ab�l�ty to work w�th and determ�ne 
�ncl�nat�on of tank
Rel�able and safe (ATEX cert�f�ed)
Measures �nternal d�ameter, s�ze and
he�ght of tanks
No need of external power supply

ATEX approved Laser Technology
Meets all Env�ronmental, Safety and 
Health (EHS) cr�ter�a
± % 0,5 accuracy �n volume calculat�on 
(by VSL Dutch Metrology Inst�tute and 
NM� evaluat�on results)
± 0,1° accuracy �n �ncl�nat�on 
measurement (by VSL Dutch Metrology 
Inst�tute and NM� evaluat�on results)
± %0,1 overall accuracy

Cal�brat�on �n 30 m�n
Easy to �nstall and use,
h�ghly mob�le (75x15x15cm)
Su�table for most 
hor�zontal-cyl�ndr�cal tanks
10 m measurement range
230 Vac power supply
2’’ m�n. entry hole
Mob�le Cal�beX set (100x40x40 cm)
6kg product we�ght
IP 54 protect�on 


