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Features

Cyber TTS®, a new generat�on TTS Tag veh�cle 
ID reader un�t �nstalled on fuel nozzles, �s a 
Veh�cle Ident�f�cat�on System offer�ng brand-new 
features at f�ll�ng stat�ons w�th �ts durable and 
easy-to-use des�gn espec�ally developed for f�ll�ng 
po�nts.  It �s a new technology us�ng the Ultra H�gh Frequency (UHF). 
Cyber TTS® carefully des�gned for the OPW, ZVA, AILE and s�m�lar fuel nozzles, and �t 
can adapt to any nozzle w�th �ts perfect mechan�cal des�gn. 
Cyber TTS® reads the veh�cle ID antenna on the veh�cle. It offers many opt�ons �nclud�ng 
the pass�ve antenna, act�ve antenna or w�th or w�thout "M�leage". 
The pos�t�on control system on the nozzle enables mon�tor�ng and controll�ng the 
movements of the nozzle or the pos�t�on of the nozzle on the veh�cle. In case of an 
abnormal s�tuat�on, �t �s transm�tted to the automat�on system onl�ne �mmed�ately.
One of the most �mportant features of the product �s the state-of-the-art �nnovat�ve 
energy management system. Th�s system enables batter�es to operate for many years 
w�thout requ�r�ng replacement or serv�c�ng. 
Operat�ng s�multaneously w�th the w�reless odometer, Cyber TTS® obta�ns m�leage data, 
operat�ng hours data and veh�cle ID data �nstantly at the t�me of the sales transact�on and 
transm�ts them to the automat�on system.

UHF technology prov�des flex�b�l�ty and 
technolog�c secur�ty �n veh�cle ID un�ts 
El�m�nates read�ng problems and extreme 
env�ronmental cond�t�ons 
Enables correct onl�ne mon�tor�ng of the "M�leage" 
and "CAN BUS" data us�ng w�reless odometer
Easy deployment
UHF technology for w�reless RFID commun�cat�on 
Fast read�ng capab�l�ty
Very small and easy to �nstall veh�cle antenna
Free Fall Detect�on  
Inval�d Or�entat�on Sens�ng 
Integrated Odometer read�ng
Low battery level detect�on and transm�ss�on

Techn�cal Spec�f�cat�on
Commun�cat�on w�th automat�on us�ng 2,4 GHz FHSS 
5-year opt�mum battery l�fe 
Temper proof
IP 67 protect�on (Water/Dust protect�on) 
ATEX Ex protect�on class 
Operat�ng temperature range: -20°C ~ +50°C 
Made of mater�als res�stant to fuel and f�ll�ng 
stat�on operat�ng cond�t�ons 


